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Dynamic DNS Online Help 

Chapter 1 Router(with DDNS function)+IP Camera 
We suggest you use the Router to setup the DDNS function 
The system map likes the following 

 

         ADSL + Router (with DDNS function) + IP Camera 
 
 
 
 
1. Connect to your router and setup the DDNS function 
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2. Setup your firewall or gateway, and assign a Local Virtual 
IP:192.168.1.100 and open a port 8888 for the IP Cam, the 
following figure is just a example. 

 
3. In this Page “Administrator Setup”, assign a port number in the 

Port Number2 field for the IP Cam (ex. 8888) 

 
 
4. In the Remote Computer, please open the Internet Explorer 
and input the IP address: http://abc.dyndns.org:8888 
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5. If there are more than one IP Cameras: likes the following 
map 
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Chapter 2 IP Camera(with DDNS Function) 
1. Please connect to http://www.dyndns.org/ 
2. If you own one account, please login or you need to sign up 

a new one. 

 
3. Connect to the Page” My Services...” and click Add Zone 

Services 

 
4. Add Dynamic DNS Host 

 
5. Select a DNS server.  We suggest “dyndns.org” 
6. Input a Hostname    ex: abc 
7. If you own s Dynamic IP Address, you can ignore the “IP 

Address Item” 
8. you can ignore those Items “IP Address”, ”Enable Wildcard”, “Mail 

Exchanger”, ”Backup MX” 
9. Add Host  
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10. Setup IP Camera Dynamic DNS Page 

 
(Important: the server must be “members.dyndns.org”) 
11. Click Apply and wait about 5 minute to update the IP Address Automatically 
12. Connect to http://abc.dyndns.org 
13. If you can’t connect to the IP Camera, Please reboot the IP Camera and 

wait about 5 minute to update the IP Address Automatically. 
14. Try the Command “Ping ” to get the new IP Address 

 
 
15. If the IP address cannot be updated, Please reboot the IP Camera, or 

check the ID, password, Server (members.dyndns.org), and Domain name. 
 
 
 


